PRODUCT BULLETIN WOOD FIBERED PLASTER BULLETIN NO: P-5
GYPSUM PRODUCTS DATE: 1/15/6%
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CANCELS: P-3

DATE: 1/10/68
PRODUCING PLANTS LOl"lg BEQCh, Seuffle, An[‘iOCh, Jccksonvf“e & Delaneo X
FCRMULA

' De{anco f

Aridized Plaster Base Stucco (5-5) 2000 Ibs, -~ 1500 Ibs. "I
Bentonite Clay RM-GT) 15 {bs. 114 4 oz.
Aluminum Sulfate (RM-P1) 4 ibs. 3 ibs.
Hydrated Lime  RM=PF3)  &1lbs. 4oz. 4 1 oz.
Waod Fiber  RM-P5)  15-18 Ibs. ¥ 4oz,
Vermiculite - RM-P13) 0-1.5 cu. ft, 1 cu.ft. (7%}
Retarder As required As required
NOTES

1. Aridized Plaster Bose Stucco Blaine shall be 4700 - 5200,
2. Use high calcium lime only.

3. Forgun cpplicci:ion, 1 to 1-1/2 cubic feet of plaster g-;'qde expanded vermiculite (RM-P13)
per tan of stucco may be used to improve pumpability . “\.,‘_
N

RAW MATERIAL HANDLING

1. Storage

All raw materials shall be sfored in a ccol, clean, dry area to prevent contamination and
moisture pick-up.

2. Additive Screening

a. Retarder shall be sereened through a 30 mesh screen just prior to use.

b. Do nct use any edditives which are lumpy without screening through a 30 mesh screen.
Discard pre-mixed additives which have become [umpy upon storage.

3. Wood Fiber

— - - e

Wood fiber shall be dried to @ maximum free water content of 15% pricr to use.
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